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REV

21.25 INCHES

  PGXD-1215-10 15.00 INCHES 21.25 INCHES 539.8 MM

PGXD-1216-10 539.8 MM

336.6 MM

438.2 MM

16.00 INCHES

MATERIAL: ANODIZED ALUMINUM UNLESS OTHERWISE SPECIFIED

12.00 INCHES 17.25 INCHES

MODEL BODY  DIAMETER 'B' HEX 'C'

PGHD 1.05 INCHES [26.7 MM] 0.937 INCHES [23.8 MM]

PGSD 1.32 INCHES [33.5 MM] 1.125 INCHES [28.6 MM]

   PGXD-0912-10

Full Ranges: See Chart Below
Excitation Frequency: 2.5 kHz nominal
Excitation Voltage:  3 V ACrms nominal
Full Scale Output: 2.12 V ACrms ±10%
Linearity Error: ≤±0.5% of FRO (BFSL)
Operating Temperature: -40 to 175 C (-40 to 350°F) 
Temperature Coefficient: ≤±0.025% of FRO/K 
Relative Humidity: 95% non-condensing
Shock: 1000 g, 11 msec.
Vibration: 5-20 Hz, 0.5 inch p-p; 20-2000 Hz, 4.2 g p-p

Core fully inserted

MODEL NUMBER LINEAR RANGE BODY LENGTH 'A'

PGXD-0203-10 3.00 INCHES 6.50 INCHES 165.1 MM

 PGXD-0406-10 6.00 INCHES 10.25 INCHES 260.4 MM

 PGXD-0609-10 9.00 INCHES 13.25 INCHES




